increases tracing distance

Unlike other units that use a separate transmitter and receiver,
the TW-6 when mounted on the handle, can conduct ““blind”
searches of an area to locate an underground pipe or cable
when the starting point is unknown.

%&Xﬁ VCO (Voltage Controlled Oscillator) gives a wider range of audio
signal to indicate the presence of metal. Even after the meter
pegs, the audio signal goes much higher in pitch and volume.

Noise cancelling circuitry eliminates power line interference.

Powered by 16 standard AA (penlight) batteries: eight in the
transmitter and eight in the receiver.

Weighs only 5 1/2 pounds.
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Fisher Labs has been serving the demanding needs of the utility industry with innovative locating solutions - Since 1931.
From pipe & cable locators, valve & box locators, sound & leak detectors to water level indicators, Find it... with Fisher!

TotdltWelght 1020 R0 Gadl a4 51/21bs. (2.5 kg
Total Shipping Weight.... 6 3/41bs. (3 kg)-
Total Shipping Volume ... 69 cu. ft. (19.5 lit

— A ccessories

Optional Equipment:

Tracer Probe SR-81
Coupling Clamp Sterec
3 pc Handle Kit Fisher
Hard Carrying Case Nicad

Grow

2-Year Warranty ..o

ship when it is shipped from the factory. The terms of tl
that accompanies the instrument. Complete factory and
*Warranty may vary outside th

Wrdering Information

US & Canadian Customers Contact:

FISHER LABS
200 W. Willmott Rd., Los Banos, CA 93635-5501

T 209.826.3292 F 209.826.0416 info@fisherlab.co
www.fisherlab.com

All Other Countries Contact:

Fisher Export Department
282 State Street, North Haven, CT 06473 USA,
T 203.288.1638 F 203.287.8099
email: fisher@exportdept.com
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